AT-WR2411 


802.1 1b Wireless PC Card 


Allied Telesyn’s AT-WR2411 wireless PC card is designed for mobile, portable notebook computers, mobile data systems, and appliances. 
The AT-WR2411 uses industry-standard IEEE 802.11b high-rate technology to build local area networks that are proliferating in general enterprise office 
computing, small office/home office, residential consumer, and public space markets. 


Designed for greater freedom and ease of use, the AT-WR2411 operates at ranges up to 500 feet. It grants enhanced reliability 
through better operating margins in all locations and the advanced operating range permits superior coverage delaying, and possibly 
eliminating, the expenditure for additional access points. 


The AT-WR2411 offers multiple layers of security, including spread spectrum signaling and encryption. Secure information transmission with 40 and 128-bit 
Wired Equivalent Privacy (WEP) Data Encryption gives link integrity of the wireless medium equal to that of a wire, with no throughput degradation 
experienced when this support is enabled. 


The advanced security features of the AT-WL24I1 wireless access point remove the barriers to combined private/public wireless 
network access. In locations where the public comes together, such as coffee shops, airports, and hospitals, wireless technology has 
the potential to provide extended office/Internet access to mobile computer users. By allowing roaming mobile users to access 
the Internet via a common wireless network without concern for the security of business data, businesses can attract more customers 
by offering more services. 


Schools can allow access throughout the campus without the expense of wiring every desk. Schools can allow the user to access the network 
anywhere, from within the campus. Custom setups let both students and teachers access secure personal data, or connect to the Internet. 
Open areas can present a problem for wireless access. With connection at 500 feet or more, the AT-WR2411 increases the performance and 
reliability of the wireless network. 


Allied Telesyn’s AT-WR2411 Series of wireless products are ideal for the mid-sized to large office (100 to 1000 people). Market leading high-end 
features and security make these the ideal products for the high-end market mentioned above. A company with individuals sharing time between 
several different sites, and multiple locations within any one of these sites will enjoy the flexibility provided by the AT-WR2411 Series. The ability 
to add temporary users to a network, as well as move individuals around without ever losing access to the corporate network is an invaluable 
benefit. Sitting in a home office, traveling to other sites, sitting in the boardroom, employees can access their network seamlessly. Advanced 
features such as IP tunnelling and DHCP mean the connection to the network looks the same from a home office or in other corporate locations. 
A corporate guest in the office for meetings can be allowed access to the Internet and still be isolated from the corporate network. 


MV Allizd Telesyn 


Simply connecting the world 


Automatic Rate Selection I1Mbps, 5.5Mbps, 2Mbps or IMbps Transmitted Output Power +18 dBm (60 mW) (Typical) 


Compatible to IEEE 802.11b IIMbps and 5.5Mbps standard and Receiver Sensitivity -82 dBm @ || Mbps 

IEEE 802.11 Direct Sequence Spread Spectrum (DSSS) IMbps and 2Mbps standard (Typical) -87 dBm @ 5.5Mbps 
-91 dBm @ 2Mbps 

Frequency Band 2.4GHz to 2.4835GHz -94 dBm @ Mbps 

Operating Range! Modulation DBPSK; 

Open Environment’ DQPK 

750ft (225m) @ |1Mbps 1250ft (380m) @ 5.5Mbps Coding Technique 

1800ft (550m) @ 2Mbps 2500ft (775m) @ |Mbps IMbps and 2Mbps: IL chip/bit Barker Coding 

Semi Open Environmege? 5.5Mbps and | |Mbps: Complementary CodeKeying (CCK) 

225ft (710m) @ | IMbps 325ft (100m) @ 5.5Mbps Number of Channels USA/Canada (FCC/RSS) 11 

420ft (125m) @ 2Mbps 530ft (160m) @ Mbps Japan (JP) | 


Closed Environment‘ France (FR) 4 

I15ft (35m) @ 1 IMbps 160ft (50m) @ 5.5Mbps Remainder of Europe (ETS) 13 

180ft (55m) @ 2Mbps 225ft (70m) @ Mbps Security Secure information transmission with 40 
and 128-bit Wired Equivalent Privacy (WEP) 
Data Encryption, RC4 


Actual data transmissions rates may vary considerably depending on the number of users, type of usage (file sizes and frequency 
of up/down loading), speed of network, typical packet size, and distance from an access point or other mobile user. Walls, 


partitions, ceilings, racks, and merchandise, and the composition of the building's construction affect operating range in building. Included Drivers Windows 95/98/2000, 
Windows NT 4.0, 
"In Open Office environments, antennas can ‘see’ each other, i.e. there are no physical obstructions between them. Windows CE, Linux 
‘In Semi-open Office environments, workspace is divided by shoulder-height, hollow wall elements; antennas are at desktop level. Antenna Integrated dual diversity antenna system 


‘In Closed Office environments, workspace is separated by floor-to-ceiling masonry walls or equivalent. 


European Offices 


European Headquarters & The Netherlands (Sales) Dimensions 117.8mm x 53.95mm x 8.2mm 
Allied Telesyn International BY. Kon. Wilhelminaplein 13/2.10.03, 1062 HH Amsterdam (Type Il PC Card) 
Tel: (+31) 20-346.07.00, Fax: (+31) 20-346.07.10 


Austria & Eastern Europe Operating Voltage 33v + 5% 

Allied Telesyn Vertriebsgesellschaft m.b.H. Fleschgasse 32/6 - 1130, Vienna, Austria 

Tel: (+43) | 8762441, Fax: (+43) | 8762572 Temperature 

Belgium Operating 32°F to 95°F (0°C to 35°C) 
Allied Telesyn International Office Nr 1.11, Innovatie en Incubatiecentrum Brussels NV, : 3 a a 
Researchpark, Kranenberg 6, 1731 Zellik Non-operating -13°F to 140°F (-20 C to 70°C) 
Tel: (+32) 2 481 60 68, Fax: (+32) 2 463 17 06 Humidity 95% max, non condensing 


France 
Allied Telesyn International S.A. 6, Avenue des Andes, Batiment 5, 
LA. de Courtaboeuf, 91952 Les Ulis Cedex : 
Tel: (+33) 01 60 92 15 25, Fax: (+33) 01 69 28 37 49 Electromagnetic Compliance USA FCC (47CFR) Part 15C, Section 15.247 
Germany Canada ISC RSS-210 


Allied Telesyn International GmbH. Wittestrasse 30N, 13509 Berlin Europe ETS 300 328 and ETS 300 826 
Tel: (+49) 30 435 9000, Fax: (+49) 30 435 706 50, Toll Free: 00 800 255 43310 Japan RCR Std-33 


Germany - South * 
Allied Telesyn International GmbH. Geschaftsstelle Siid, Gute Anger 13, 85356 Freising 
Tel: (+49) 8161 99 060, Fax: (+49) 8161 99 0622 


Host Interface PC Card Type Il 


Y 
Allied Telesyn International s.r.l. Via Anna Kuliscioff 37, 20152 Milano 
Tel: (+39) 02 41304.1, Fax: (+39) 02 41304.200 


Allied Telesyn International s.r.l. Via Troilo i! Grande 3, 00131 Roma 
Tel: (+39) 06 41294507, Fax: (+39) 06 41404801 


Poland 
Allied Telesyn International Vertriebsgesellschaft m.b.H. Sp. z 0.0. Oddzial w Polsce, 
00-137 Warszawa, ul. Elektoralna 13 

Tel: (+48) 22 620 82 96, Fax: (+48) 22 654 48 56 


Spain 
Allied Telesyn International Srl. Representative Office, Plaza de Espaiia, 18-4°-Offic. 3, 28008 Madrid 
Tel: (+34) 91 559 1055, Fax: (+34) 91 559 2644 


United Kingdom 

Allied Telesyn International Ltd. 7-8 Milton Park, Abingdon, Oxon, OX14 4RT 617-00393-05 
Tel: (+44) 1235 442500, Fax: (+44) 1235 442590, Freephone: 0800 204040 © 2001 Allied Telesyn International Corp. All rights reserved. Information in this document is subject to change without notice. 
Visit www.alliedtelesyn.com to view the latest version of this datasheet. ATView is a trademark of Allied Telesyn International Corp. all company names, 
logos, and product designs that are trademarks or registered trademarks are the property of their respective owners. 


www.alliedtelesyn.com 


